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EH 96~209-F Series

SAFE AND RELIABLE

FLEXIBLE CONFIGURATION

HIGHLY ADAPTABLE

ADAPTABILITY TO ENVIRONMENT

COST- EFFECTIVE



Battery

Model EH 96-F EH 112-F EH 128-F EH 144-F EH 160-F EH 176-F EH 192-F EH 209-F

No. Of Packs 6 7 8 9 10 11 12 13

Total Battery Capacity [kWh] 96.46 112.54 128.61 144.69 160.77 176.84 192.92 209.0

Rated Voltage [Vdc] 307.2 358.4 409.6 460.8 512 563.2 614.4 665.6
Nominal Charge / Discharge
Current [A] 150 / 150

Max.Charge / Discharge Current [A] 150 / 150

Cooling Method Intelligent Air-cooling

Hybrid Inverter
Model LM HI-100 LM HI-125
DC (PV) Parameters
Max.Input Voltage [V] 1000

PV Rated Voltage [VDC] 620

Max. DC Input Power [kWp] 200 250

Voltage Range of MPPT [V] 160-950

Number Of MPPT 6

String Number Per MPPT 3

AC On-grid Parameters
Rated Power [kW] 100 125

Max. Output Apparent Power [kVA] 100 125

Rated Output Current [A] 152 / 144.4 / 138.9 190 / 180.5 /173.6

Max. Output Current [A] 152.0 190.0

Power Factor 0.8 leading …0.8 lagging

THDi (@Rated Power) <3%

AC Off-grid Parameters
Rated Output Power [kW] 100 125

On-off Grid Switching Time [ms] < 10

THDv (@Linear Load) <3%

Efficiency
MPPT Efficiency 99.90%

European Efficiency 98.30%

System Parameters
Weight [kg] 1535 1656 1778 1899 2021 2142 2264 2385

Cabinet Dimensions(W*D*H) [mm] 1100 * 1340 * 2200

Inverter Dimensions(W*D*H) [mm] 1065 * 335 * 930

IP IP55

EMS Communication CAN / RS485

Operating Temperature Range [°C] -20~55(Derating above 45)

Operating Humidity Range [%] 5~95(Non-condensing)

Working Altitude [m] 3000m(>2000m Derating)

Number Of Cycles [cycles] >6000(Cumulative cycling capacity)

Certification IEC62619 ; EN 61000-6-1 / EN 61000-6-2 / EN 61000-6-3 ; IEC61000
IEC 62477-1:2012; IEC 61727 ; IEC 62116 ; IEC 62619 ; UN 3480
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