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LM AIOHG60A/70A/80A/90A/TI0A/120A
D

«- SAFE AND RELIABLE.

- FLEXIBLE CONFIGURATION.
- HIGHLY ADAPTABLE.

- HUMAN-COMPUTER INTERACTIONFRIENDLY.
- COST- EFFECTIVE.
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LM AIOH

TECHNICAL SPECIFICATIONS

ITEM PARAMETERS

Product Model

Battery Chemistry

Module Energy (kWh)

Module Nominal Voltage (V)

Pack Number

Rated Voltage [V]

Rated Capacity [Ah]

Rated Energy [Kwh]

Max continuous charging Current [A]
Max continuous discharging Current [A]
Altitude [m]

Relative humidity [%]

Working Temperature Range [°C]
Communication

Ingress Protection

Number of cycles

Max Weight [kg]

Product Dimension(W*D*H) [mm]

Certification

Warranty
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LM AIOH- LM AIOH- LM AIOH- LM AIOH- LM AIOH- LM AIOH-
60A 70A 80A 90A 100A 110A
LiFePO4
10.24
51.2
6 7 8 9 10 1l
307.2 358.4 409.6 460.8 512 563.2
200
61.44 71.68 81.92 92.16 102.4 112.64
100
200

3000(>2000 Derating)
0 ~ 95(Non-condensing)
-20 ~ 60
CAN&RS485
P21
>6000cycle @90%DOD,25C,0.5C,80% EOL

1400

(1100*1028*1820) +2mm

UN38.3. CE. IEC62619. ROHS

10 Years

LM AIOH-
120A

614.4

122.88



